
INlXRCONNECTlON AND TRANSPORT AND TERMlNATtON OF TRAFFIC

1.

Lypes of .Serv&gg Thtm Arttclb governs the provtabn  of intemetwork fadltUbb (Le..
physic%1  interconn’ection se&es and fsdtttes), meet point hilly by GTE to N&et or by
Nextel to GTE and the transport and teninaUon  and billing of Local. IntralATA Toll,
optional EAS trafftc and jointly provided Interexchange Canibr Access between GTE and
Nextal. The services and f%citkies dbscrihbd in thii Artkle N shall hb refend to as the
“Servicbb.

 ~SenicbMabtx,
attached to this Agreement end made a part hereof, ebts forth the SbMcbb  end eech
location in the State where e Servicb shall be provtdbd (the “Se* LocsUons”) and the
Interconnectton Polnt(“lp3 for such SerQcb%.  The Pbtltbe sh%ll updatb e
Qncludlng  the accompanying Service Attachment - m tienewer a nbw Se&b
or a new Service Location is added to thb Agreement in eccordance  with Section 1.3.

&&j&tonal  Services or Service LocaUong.  If, during the tbtm of thii Agreement, GTE
desires to provide to Nextel and Nextel desires to purchasb from GTE, or Nextel desires
to provlde to GTE and GTE desires to purchase from Next& addtUon%l sbrvioba in the
State.  or exbtlng Se&as in new locations in thb State.  GTE shall complete 8 new
Aooendk  A Service Matrix and AopendQ Se&b Attachment(s) and provide to Nbxlbl.
Them shall he signed by GTE’s authorized Account Manager and an authortzed
represbntattve  of Nextel, applied to this %grebment,  and thereby made wholty % part of
and subject to this Agreement. Upon the date indicated  on the Service Attachment
accompanying the Se&e Matrix and continuing through the remaining term of this
Agreement, the new Services shall hb deemed part of the Servlcse provided pursuant to
this Article and/or the new locations shall he deemed part of the Service Locations.

2. Sillina and Rates.

2.1 Rates and Cha oeq Customer agrees to pay to Provider the rates and charges for the
Services set for& in’the applicable appendices to thii Agreement. Rates and charges are
set forth In Aaoendh:  attached to thtt Agreement and made a part hereof.

2.2 &ljtgg. Provider shall render to Customer a hill for interconnectton servkee on a current
basis. Chergbs  for phystcal facitUtbs and other nonusage sensitive charges shall he billed
in advance, except for charges and credits associated with the inlal or Rnel bills. Usage
sbnsktve charges, such as charges for termination of Local Treffk, shall be tilled in
%rre%rs.  Nextet b required to estshtiih  trunks punuant  to Section 4.3.3 of thtt ArUcle.

3. . .Transoott  and Termrnehon  of TrafUo.

3.1 m to be Exchanoerj. The Parties shall redpmcally terminate Local, IntraLATA Toll,
optional EAS and jointly provided Interexchange Carrier Traftic odginatlng on each others
networks utillztng  either Direct or Indirect Network Interconnections 8s provtdbd in thii
Article tV. To this end, the Parttea agree that there will he intbroper%kitii  between their
networks. The Parttes agree to exchange trafUc associated  with third party LECs, CLECs
and Wireless Service Provider% pursuant to the compbnsation arrangement .spectUbd  in
Section 3.3 herein. In addition, the Parties will nottfy  each other of any antidpatbd change
in trafUc to be exchanged (e.g.. trafUc type, volume).
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3.2 nae Of Trr&. The Pert&e shall compensbte eech other for the
exchenge of Local Traffic ortginetbd by or tennln%ttng  to tib PerUs%  end uebr aratombrs
In %ccord%ncb wim thb Agreement, The Pattibe agrbb to thb lniil st%tb Ievbt  exem@
factor representative of the shsre of tmftic exsmpt from looal compbnutton.  Thta tnttl
exempt fector is idenUttbd  in &f&g&& This factor will he Updated quarter@ In like
memar  cdcme’PwUtlss ot2er.W a~&. Once the tr%ftlc that b exempt from loal
compensbtton  can he messurbd, the actual exempt tmffk will he used rather thrn the
above factor. Charges for the transport end tenninatton  of non&cat trafttc sh8ll he in
accordance with the Parties’ respective intrsstatb or intemtbtb bccbss tbrtffs,  as
approprtete.

GTE will provide  tandem s&itching for tmftlc
ing or jntbrWuWdbd  with thb GTE accb%%

tandem, 8s well as for tr%fUc hbtwbbn Nextbl’s  end user%  8nd any other Local Provider
whkh is Interconnected to the GTE access tandems a% follows:

3.3.1 Nextel will compensate GTE for each minute of OrigInsted t%ndem swttched tmfltc
which terminates to third party (e.g., other CLEC,  ILEC, or wirelerre servicb
provider). The applicable rate for thb ch%rgb b tdentklbd in @gggj-&.

3.3.2 Nextel also assumes responsiMUy  for compens%Uon  to the Local Provider which
terminates the call.

3.3.3 The PetlieS agree to enter into their own agrbbmbIW  with third-party
providers. In the event that NbXtbl sends tr%fUc through GTE’s network to % third-
patty Local Provider with whom Nbxtel doee not have % tr%ftk interexchange
agreement, then Nextel egrees  to indemnity GTE for any termination charges
rendered by such third-party Local Provider for such traftlo.

3.4 Inter-Tandem Switchin!&  The Parties till onty use inter-tandem switching for the transport
and termination of intr%LATA toll trafUc origirmting on each other’s nbhvork St and alter
such time %s either Nextel has agreed to and fully implemented an extsttng intraLATA toll
compensation mechanism such 8s IntraLATA Terminating Access Compensation (ITAC)
or a functional equivalent thereof. The ParUes will only use inter-tandem switching for the
transport and termination of Local Traffic orlgineung on each other’s network at and after
such Ume %a the Parties have agreed to and fully implemented generally ecceptbd
industry signaling standards and AMA record standards which shall support the
recognition of multiple tandem switching events.

4. pirect Network Interconnectiqn.

4.1 Network Interconnection Archibcturg. Nextbl may interconnect with GTE on ite network
at eny of the minimum Currently Available points required by the FCC. Interconnection at
additional points will he reviewed on 8n individual c%%%  bad%.  Where the Parties mutually
agree following a Bona Pide Request to directly interconnect their respecthre networks,
interconnectton will hb as spedned  in the following subsections. B%sed on the
configuration, the installation time line will vary constderebly,  howbvbr. GTE will Work with
Nextel in all circumstances to install “IPs” within 120 calendar days absent extenuating
circumstances. Internetwork connection and protocol must be based on Industry
standards developed consistent v&h Section 258 of the Act.

4.1 .I Subject to mutual agreement, the Parties may U~B the following typee of network
fad@ interconnection, using  such interfsce media as are @ appmprtate to
support the type of interconnection requested and (Ii) avattahte  at the fadttt %t
which interconnection is requested.
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4.2 Co oensatioq The Parties agree to the following compensation for internetwork

fadLea, depending on fadltt type.

(a) A Mid-Span Fiber Meet within an bxbtlng GTR bxchmnge  ma whereby thb
ParUbe mutualty  agrw to jotntty plsn and engtnsrr thek facttlty ‘IP %t 8
designated msnhole  or jundbn &btbn.  The ‘IP b the demaratton
hehvwn  ownership of the nber banemteebn  fadtky. E%ch party b
lndhtdually  responsible for b Incurred co%& tn esWMtng thb

~afrangbmbnt

(b) A virtual or phy%tcbl  Expanded Interconnbctton Sb&b (US) rmngement
at % GTE wire center subject to the r&r%, terms, %nd condltbnr contained
in GTE’s applicable tariffs.

(c) A speclal  access and/or CLEC Dedicated Trenaport smngement
terminafng  at s GTE wire center subject to thb rSW%. temu, and condllions
contained in GTE’s applkahle tariff%.  These fadliUe% will meet the
sbsndards set forth in such tariffs.

4.1.2 Virtual snd physkal  EIS arrangement% are govembd hy spproprlatb  GTE tartffs.

4.1.3 The ParUes will mutually designate 8t least one IP on GTE’s network withIn  each
GTE local calling 8rea for the routtng of Local Traftk.

4.2.1

4.2.2

4.2.3

4.2.4

M&Span Fiber Meet: GTE will charge spbdal  %cceaa (Uat rated) tmnaport from
the applicable intrastate acceee tatiff and will rate chargeo between the “IP” and
GTE’s interconnection switch. Charges will be reduced to reflect the
proportionate share of the facility that b usbd for transport of traffic originated by
GTE. The iniU%l proportionate share f%ctor for f%dltUb% Is set forth in Aooendtt  C.
Thta factor will be updated quarter&  in like m8nner  or %a the Parties otherwise
agree. Nextel till charge tlat reted transport to GTE for NeIdbt f%dltUtba used by
GTE at Netiel  tariffed mtea or %s mutually agreed. Nbxtbt will appty charges
based on the lesser of; (I) the eirtinb mileage from the “IP” to the NbXibl switch; or
of) the airline mileage from the GTE tich to the Wvfng area boundary.

Collocation: GTE will charge virtual or physical EIS rates from the applicable
GTE tariff. Nextel will charge GTE flat rated transport at Nextel tariffed rates or
as mutually agreed, to reflect the proporttonate  share of the factlii that is used for
transport of traftlc originated by GTE. Nextel will apply charges based on the
lesbbr of (I) the airline mileage from the “IP” to the Nbtibl switch;  or (t two (2)
times the airline mileage from the GTE switch to the sbrvtng  we% boundary.

Special Access and/or CLEC Dedicated Transport : GTE till charge special
access and/or switched 8ccess rates from the applicable GTE intm%t%te access
tariff. Charges will he reduced to reUect the proportionate share of the fadlit that
is used for transport of trafrlc originated by GTE. The Parties will negotiate an
intial  factor represent&e of the prOpOrtion%tb Sh%rb of the fadkttes. gis factor
will be updated quarterly in like manner or 8s the Parties otherwise agree.

The Parties’ proportionate share of Rat rated transport fadlities  will be based upon
the Parties’ proportionate usage of the fadlttas, as specttlad in Aooendbc  G.

4.3 Trunkina Reauirementg

4.3.1 The Parties agree to est%bllsh trunk groups of sufftdent capacity from the
interconnecting facilties  such that trunfdng is evailabtb to any switching Center
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designated hy either Party. k&ding  end offkes. tandems, 911 routing sv&cheb,
and directory aa%k?t%ncbIopbr%tor  sbrvicb %Mcheb. The Parlba wtll mutudfy
agree where one-way or~two-wby  buntdng will he rvakrhte. The Parka my usb
two-way trunks for delivery of Local Traftlc or &her Party may elbct to pro+ion
b own one-way trunks for dbthrbIy of local tr%fSc to the othbr Party. lf 8 Party
elB!!&o provtaion  its own onemy trunks. thet P%tty wtll he respcnsihtb for Us
own expenses associatbd with the trunk%.

4.3.2 Nextel shall make available to GTE trunks over which GTE shsll tbrmtnste to end
users of Nextel-provided Exchange Services, Local Traffk and intr%LATA toll or
opUonal EAS trafttc origktated from end user% of GTE-provided  Exchange
Service.

4 3 . 3 Nextel and GTE shall. where apptiihtb, mske rbdproc%tiy 8v%ii%btb. by mutusl
agreement, the required trunk group to handle dtfferbnt baffk typbb. Nbxtd snd
GTE will support the pmvtaionlng of trunk group that carry comhind or aepemte
Local TrafUc and IntmLATA toll and opttonal EA.9 tmftk. GTE rbqutrba sbpbmtb
trunk groups from Nextel to origtnatb end termlnste  IntbrLATA  calb snd to provide
Switched Access Servtcb to WCs. To the extent Nextel de&b% to h%ve  any tXC
originate or terminate switched %cce%% traftk to or from Nbxtbl. using jotnlty
provided switched access fadliiea routed through 8 GTE %cce%% tandem, it la the
re.sponsitMUy of Nextel to arrange for such lXC to issue 8 Letter of Authorization
(LOA) to GTE to dirbd GTE to route the trafUc. If GTE does not recefvb %n LOA
from the IXC, GTE will tnitialty route the switched  accbas trafUc hbtwben  the tXC
and Nextel. If the IXC subsequently indicates that it doer not want the tr%fUc
routed to or from Netibt, GTE till not route thb t&c.

4.3.3.1 Each Party agrees to route tmflk only over the proper jurkdictional  trunk
group.

4.3.3.2 Each Party shall onlydeliver  trafUc over the local interconnection trunk
groups to the other Par\y’s %ccesa  tandem for those pubiktydialable NXX
Codes served try bnd offices that dirbctfy subtend the 8ccess tandem or
to those other Local Provider%  that directly subtend the awes% tandem.

4.3.3.3 Neither party shall route Svvitched  Access Service trafnc over local
interconnection trunks, or local trafllc wer Mtched Access Service
trunks.

4.3.4 The Parties will work together to est%bU%h  high usage end-of&b  trunk group
sufttdent to handle the greater of the actual or re%Wtah& fOrbC%Stbd  trafttc
volumes between Nextel end office and a GTE end ohIce.

4.3.5 Nextel will provide PLU factors on 8 quarterly baste to ldenttfythe proper
jurisdiction (local or non-local) of each call type that ia carried over the local
interconnection trunks. If these percentages are not received quartbrty, the
Pa&tea shall use the last previous reported percentages. The PLU factqr is
identtned on Aooendlx G.

4.3.6 Reciprocal trafftc exchange arrangement trunk connectlons  shall he made at a
OS-1 or multiple OS-1 level, OS-3, (SONET where technically evailablb) and shalt
be jointly-engineered to an Objective P.01 grade of Service.

4.3.7 Nextel and GTE agree to use diligent efforts to develop and agree on a Joint
Interconnection Grooming Plan prescrthing standards to ensure that the
reciprocal traffic exchange arrangement trunk groups are maintainbd  at consistent
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P.01 or better grades of service. Such plan shall also Include mutuslty-eQreed
upon defautt standards for the configuration of all segregated trunk groups.

4.3.8 SS7 Common Channel Signaling will be used to the extent thst such technology
is available. If SS7 is not available, Multi-Frequency Signaling (MF) will be used

- ~md.

4.3.9 The Parties agree to offer and provide to eech other 682s Sxtended Superframe
Format CESF”) faciliies.  where available, capable of voice and data trafttc
transmission.

4.3.10 The Parties will support intercompany S4kbps  clear channel where available.

4.4 Trunkn .

4.5

4.4.1

4.4.2

4.4.3

4.4.4

The Parties will work towards the development of joint forecast@  of trunk
groups. intercompany forecast inform&ton must be provided by the Parties to
each other twice a year. The semi-annual  forecasts will include:

4.4.1 .I yearly forecasted trunk quantities for no lees than a two-year period
(current year, plus one year); and

4.4.1.2 the use of (I) CLCWMSG codee, whkh are de&bed in Bellcore
document SR 795-l 00-l 00; (If) drcutt IdenQtter  codee as described in
BR 795400-100;  and (iii) Trunk Group Serial Number (TGSN) as
described in BR 751-104195.

Description of major network projects that affect the other Party till be provided
with the semi-annual forecasts provided pursuant to Section 4.4.1. Major network
projects include but ere not limited to trunklng or network rearrangements, shii
in anticipated trafnc patterns, or other acttvtttee by either Party that are reflected
by a significant increase or decrease in trunktng demand for the following
forecasting period.

GTE and Nextel will work together to begin providing these forecasts within thirty
(30) days after the effective date of this Agreement New trunk groups will be
implemented as dictated by engineering requirements for either Party.

Pames will meet to review and recondle  their forecasts if their respec%ve
forecasts differ significantly from one another.

Irunk F~GIIILY Under Ubh boQ At least once a year the Parties shall exchange trunk
group measurement repo: for trunk groups terminating to the other Party’s network. In
addRon and from time to time, each Party will determine the required trunks for each of
the other Party’s trunk groups from the previous 12 months servicing data. Required
trunks will be based on an objective P.01 grade of service or the Joint Interconnection
Grooming Plan referenced in Sectton 43.7 above. tikewtse, from time to time trunk
groups with excess capacity will be MentiRed to the other Party as eligible for downeiztnQ.
Excess capacity exists when a trunk group, on a modular trunk group design basts, has
24 trunks (one modular digroup)  or ten (10) percent, whichever is larger, over the required
number of trunks. The Party with excess trunking capacky will assess the trunk capacity
based on forecasted requirements for the next 12 months. If after 12 months the trunk
group continues to have excess capacity, the Party agrees to take steps to disconnect all
excess capadty.

NRlELIL.018
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4.8 Network Radasions Initiated bv GE. GTE will not charge Naxtal when GTE tnjgetas  b
own network redasigns/reconftgursttons.

4.7 Interconnection Callino end Called Scooas for the Access T
the End C+p Interconnection.

-g&n and

4.7.1 GTE Access Tandem lntarconnactlon celling &Xpa (Odgklstlng and tannlnagng)
la to those GTE end oftIces which subtend the GTS accocI tandem to which the
connection is made except es provided for in Sactton 3.3 of thb Artkle N.

4.7.2 GTE End OftIce Interconnection calling scope (originating end terminating) is only
to the and office and its remotes to which the ConnecUon  is made.

5. Indirect N twork Interconnedjgg  Either Party mey deliver trafllc deagned  to terminate  et the other
Partys  a$ oMca via another local providah  tandem provided that the Par&s have aetebltshad
compensation agreements appropriate to thii arrangement Neither Party shall deliver traftk
desttnad to terminate at the other Party’s end offlca via another local proMal’s and ofiToa.  In
addition, except as provided in section 3.4 of thts Arttcla. neither Party shall deliver trafttc da&red
to terminate at en end offke subtending the other Party’s access tandem via another local
provider’s access tandem.

6. Number Resourcep.

,G 6.1 N o t h i n g  i n  t h i s  A g r e e m e n t  s h a l l  b e  c o n s t r u e d  t o ,  i n  a n y  m a n n e r ,Number Assionman&
limit or otharwtsa advanely  Impact Nextal’s right to employ or to request and be assigned
anv NANP number resources includino. but not limited to. Central OftIcalNXX) Cndw
pursuant to the Central Offrca Code A&nmant Guldalln~as.~  Any request for numbering
resources by Nextal shall be made directly to the NANP Number Plan Administrator.
Except with respect to those areas in which GTE is the NANP Number Plan Administrator,
GTE shall not be responsible for the requastlng  or assignment of number rasources to
Nextal. The Parkas agree that disputes arietng  from numbering assignment shall be
arbitrated by the NANP Number Plan Administretor.  Naxtal shell not request number
resources to be assigned to any GTE switching entity.

6.1 .l Each Party shall be responsible for notifying its customers of any changes in
numbering or dialing arrangements to include changes such as the introduction of
new NPAe or naw NXX codes. Each Party is responsible for administering NM
codes assigned to 1.

6.2 Blocks of 100 Numbere  Aeakmmar&  Naxtal may elect to associate a GTE end office
interconnection with telephone number groups from the same GTE and ofttca at which the
interconnection is astsbllshed. Blocks of 100 numbers will be provided by GTE to Naxtel
as available from the NXX codas of that GTE end office. GTE will charge and Nextel
agrees to pay to GTE the charge par block of 100 numbers as indicated on Aooendii C
end the applicable Service Attachment. This interconnection. arrangement may be
established as a one-way trunk only used to carry traftic terminating to and user
customers of Naxtal. Where technically feasible, thts Interconnection arrangem,qnt  may
also be astablkhad on a two-way basis for use by Nextal to access any andllary services
that may be provfdad by GTE. Any use of this interconnection arrangement other than
that spacitiad in thii section is outside the scope of thii Agreement and such usage is
subject to charges associated with the services used by Naxtel. SS7 signaling ie not
available wtth this GTE and ofike interconnection arrangement. Nextal is solely
responsible for the cost of the interconnection faciliias. The sole compensation for traffic
terminating to Naxtal over this interconnection arrangement till be paid by GTE at the
rata indicated on Aooendix  C.



6.3

6.4

6.5

6.6

Rata Centers. For purposes of enabling GTE to approprfataty  appty ibr toll tariff to j& and
user customers, the ParUes will utiftta Rata Canton publlshad In the LERG for all NPA-
Nxx codes.

Nextal will also designate a RouUng Point for each assigned NXX coda.
nata one location within each Rata Canter 1-s a RWktg Potnt for thb

NPA-NXX associated wtth that Rata Canter; attamattvaty  Naxtal may daeignata a stngle
location within  one Rata Canter to serve as the Routing Pdnt for all the NPA-NXXa
associated with that,Rate  Canter and with one or more other Rata Canters served by
Nextel within an exkttng GTE exchange area and tATA.

. .Code a d Numbers Ad svstrattort The Parties till compty with coda adminietratbn
raquira~ants as pres&d by the ‘FCC, the Commtaston.  and accaptad industry
guidelines. Where  GTE is the NANP Number Plan Adminbtrator.  GTE will edmlnietar
number resourcee. and charge for such admintstretion in sCCWd wtth appksbl8 NbO and
regulaUons. GTE will administer numbering raeourcas in a compatithraty neutral manner.
and process requests for NXX codas in a timely manner and in accord with industry
standards. The Parties shall protect Nextel proprietary information that may be submitted
to GTE in connection with GTE’s responeibitiies es NANP Number Plan Administrator in
accordance wtth Article Ill, Section 10 of thii Agreement

Proaramg)jgg  Switches It shall be the rasponaiMRy of each Patty to program and update
its own switches and n&ork systems pursuant to the Local Exchange RouUng Guide
(‘LERG”) guidallnes  to recognize and route traftk to the other Paws assigned NXX
codas. NaUher  Party shall impose any fees or charges whatsoever on the other Party for
such acttvittas.

7. Meat-Point Billina (MPB).

7.1

The Parties may mutually establish MPB arrangements in order to provide
Switched  Access Services to Access Service customers via a GTE access
tandem in accordance with the MPB guidelines adopted by and contained in the
Ordering and Billing Forum’s MECAB  and MECOO documents.

Except in instances of capacity limitations, GTE shall permit and enable Naxtel to
subtend the GTE access tandem(s) nearest to the Naxtal Rating Point(s)
associated with the NPA-NXX(s) to/from which the Switched Access Serkicas  are
homed. In instances of capacity limitation at a given access tandem, Naxtal shall
be allowed to subtend the next-nearest GTE access tandem in which sumdent
capactty  is available.

Interconnection for the MPB arrangement shall occur at the “IP”.

Common Channel Signaling shall be uUliied in conjunction with MPB
arrangements to the extent such signaling ie resident in the GTE access tgndem
switch.

Nextel and GTE will use diligent efforts, indiiualty  and cotlectivaty, to maintain
provisions in their respective federal and state access tariffs, and/or provisions
within the National Exchange Carrier AseociaUon (“NECA”) Tariff No. 4. or any
successor tariff, sufficient to reflect this MPB arrangement, including MPE
percentages.
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7.1 .d As debilad in the MEWS document, Naxtat and GTE Ml. ln a Umaty fashion,
exchange all tnformation nacasesry to rccurataly,  rallably and prom* WI
Accass Service customers for Switched  Accasa Se&as tmftk jotntty handled by
Naxtal and GTE via the meet-point arrangement Information shall be exchanged
in Exchange Message Record (“EMR”) format, on magnetic tapa or via a mutually

- mble 6iebkonic file bansfar  protocol.

7.1.7 Naxtel and GTE shall work coopsrathrety to coordinate rendering of Meet-Point
bills to customers, and shall redprocelly  provide each other usage date and
related information at the approptiete charge.

7.2 Comoansatlpn.

7.2.1 Initially, billing to Access Service customers for the Witched Access Senrtcee
jointly provided by Nextel and GTE via the MPB arrangement shall be according
to the mutttpla-bill method as described in the MECAS guldallnas. Thts means
each Party will bill the portion of se&a it provided at #a appropriate tariff, or
price list.

7.2.2

8.

Subsequently, Nextal and GTE may mutually agree to implement one of the
following options for billing to third parties for the Switched Access Services jointly
provldad by Naxtal and GTE via the MPB arrangement: slngla-btlUaingla tariff
method, stngla-bWmulUpla  tariff method. or to continua the multipla-bill method.
Should either Party prefer to change among thasa btlllng  methods. that Party shell
nottfy  the other Party of such a request in writ@, ninety (90) Busineae  Daya in
advance of the data on which such change ta desired to be Implemented. Such
changes then may be made in accordance with MECAS  guidelines and gthe
Parties mutually agree. the change will be made.

on Channel Sianalinp.

6. 1 Service Dascriottqg. The Parties will provide CCS to one another via 557 network
interconnection. where and es available. in the manner spedfled  in FCC Order 96-187. in
conjunction with all traffic exchange trunk groups. SS7 signaling and transport services
shall be provided by GTE in accordance with the tanns  and conditions of this SacUon  6 of
this Article. The Parties will cooperate on the exchange of all appropriate SS7 massages
for local and IntraLATA call sat-up signaling, Including ISUP and Transaction CapaMities
Applicaton  Part (“TCAP”) massages to facilitate full intaroparaMty  of all CLASS Features
and functions between their raspacttva networks. Any other SS7 maassga  services to be
provided using TCAP massegas (such es data base quartas) will be jointty negotiated and
agreed upon.

6.2 $&g&g Parameta[g.  All SS7 signaling parameters till be provldad in conjunction with
traffic exchange trunk groups, where and as available. These  parametera  include
AutomaUc  Number IdanUUcaUon  (“ANI”), Calling Party Number (XPN”). Privacy Indicator.
calling party category information. originating line information. charge number, etc. Also
included are all parameters relating to network signaling information, such as Cqrrier
Information Parameter (“CIP~, wherever such information Q needed for call roubng or
Mlling. GTE will provide SS7 via GR-394-SS7  and/or OR-317SS7  format(s).

8.3 Privacv Indicators  Each Party will honor all privacy indicators as required under
applicable law.

8.4 ConnacUon  Throuah STP. Nextel must arrange for interconnectjon  with the GTE STP(s)
serving the LATA in which the traffic exchange trunk groups are interconnected.
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Addbonally,  all interconnec9on  to GTE’s SCQSSS  datatrase  and GTE’s LIDS *alI take
place only through appropriate STP pain.

6.5 m Partv Sionalino ProvMgtg Naxtel may choose a third-party  SS7 sIgnsting provber
to transport massages to and from the GTE SS7 network. In mat event, that third party
prov!der -resent : !Wnr of agency to GTE, prior to tha teaUng of the lntarconn~n,
authorizing the third party to act on behalf of Nextel in Wbportbg SS7 meaaagw  to and
from GTE. The third-party provider must interconnect wkh the GTE STP(s)  wrvtng the
IATA in which the traffic exchange trunk group are interconnected.

6.6 MuM-Fr~. In the case where CCS b not available, in hand Multt-
Frequency CMF”).  wink start, E 6 M channel asaocbted  aignattng Mth ANI will he
provided try the Parties. Network signaling infomtatkn. such as CIC/OiZ. will ha
provided wherever such information b neadad for call rotrUng or hblng.

9.

IO.

Network Oy&gg~ GTS shall work with Nextal to astahtbh reciprocal rasponsthtlMaa for managing
network outages and reporting. Each party shall he rasponsihle for network outage as a reautt of
termination of its equipment in GTE wire center or accasa tandem. Next81 shall he reeponsthle  for
notifying GTE of significant outages which could impact or degrade GTE swttchae and sarvfcae.

Transikon and Imolementat/qn.  The Parties acknowtadge that there may h certain instances in
which exbting arrangements between the Parties are not In accordance with the requirements of
this agreement. Exbting interconnection arrangements that are not In complbnce with the
requirements of this agreement shell not fall under the scope of thb agreement until they are
brought into compliance with the requirements of thb agreement lJnUt any such arrangement b
brought into compliance with the requirements of thb agreement, compansatton for trafilc
exchanged at the IP associated with such arrangement will he in compliance wkh effective FCC
rules, specifically 951.717 if applicable. The ParUes agree to use their best efforts to bring all
arrangements Into compliance with the tens and conditions of this agreement within stx (6)
months of the effecttve date of this agreement or within whatever other perbd may ha mutually
agreeable to the Parties.
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ARTICLE V
ADDmONAL SERVlCE.9  AN0 COORDINATED SER?JtCE ARRANGEh4ENTS

1. MiiirectadCa~.~Parties  will employ the following proccdxac  for hand!!ng any m&ddirec;&
calls (e.g.. Business offfce, repair bureau, etc.):

1.1 To the extent the correct provider can bs detenined,  each Party will refer misdirected
calls to the proper provider of local exchange servtca. When referrtng such calls, both
Parties agree to do so in a courtaow  manner at no charge.

I .2 For misdirected  repair calls, the Parties will provide their raspacWe  repair bureau contact
number to each other on a reciprocal basks  and provide the end user the correct contact
number.

1.3 In responding to mkdkected calls, neither Patty shall make dfaparagtng remarks abut
each other, nor shall they use these calls as a basis for internal referrals or to solk4t end
users or to market services.

2. 91 IF91 1 Arrangeme&

2.1 B.&@jJ.. GTE till pro&ton bask 911 service over an amdltary connection. Nextel b
fulfy responsible for the coat of the auxiliary connection. Sack 911 does not Include
detailed IocaUon  information or subscribers call back number, I.e. address of cell slta.
description of cell sector, MIN (Mobile ldenttfkxtton Number). pANl (pseudo Automat&
Number ldentfflcation) or ESRD (Emergency Servtce RouUng Otgii). The 911 call will be
forwarded from the point of connectton with GTE to a PSAP (Public Safety Answering
Point) over GTWSAP dedicated 911 trunks in one of &vo methods:

2.1 .l A predetermined PSAP in which wireless 911 calls are to be handled or:

2.1.2 The PSAP of the serving area in which the auxiliary connection is located. If thb
PSAP is not the correct PSAP for the location of the 911 call, the 91 I call will ba
forwarded to the correct PSAP or Emergency San&a Provider (police/
fkelambulance).

2.2 Transoo& Next6 may obtain transport from GTE for the transport of the auxiliary
connection at the rates set forth In GTE’s intrastate switched access tarfff or in GTE’s
intrastate spedal accasa tarfff.

3.

2.3 Bed 911 (E91 l).W h e r e  t e c h n i c a l l y  f e a s i b l e ,  t h e  Parties a g r e e  t h a t  t h e y  s h a l l  m a k e
provisions to ensure access by all of Nextel’s customers to IQ91 1, as required by FCC
Docket 94-102.  The Parties are responsible for their own network requtrements to
establish EQI I connecttvtty.  A separate agreement is necessary between the Parties for
E911 services to be provided by GTE.

.i
Information Services TrafUg.

3.1 &&tg. Each Party shalt route traftk for Information SeMces  (i.e. 900-976,  internet.
weather lines, sports lines, etc.) which originates on Us network to the appropriate
informablon  Service Platform.

3.2 Recording. The Party on whose network the information aerbicea trafllc originated (the
“Originating Party”) shall provide the recorded call detail information to the Party to whose
information platform the information services traftk tenninatad  (the “Terminating Party”).
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4.

3.3 &&,tg. The Terminating Party shall provkte to ma OdginaUng Party ail rating information
naoaasay  to till the information services traffic to the Orfglnatfng Party8 end uaars
pursuant to the Terminating Paws agreement(s) Mh each infonnatbn prwider.

The OrtginaUng party shall till and collect such tnfonnatton sen&a
it the amounts collected to the TerminaUng  Party less:

(a) a mutually agreed upon fee for provfding  billing and collectton of the inforrnatbn
service charges: and

lb) any uncollectiblas  reserve. which shall bs calculated based on the uncollectfblas
reserve in the TerminaUng  Party6 billing and collection agreement wtth the
applicable information servfcas provider; and

3.5

w any customer adjustment provided by the Orfginating Party.

&$&g. Nothing in thtb Agreement shall restrict either Party from offerfng to its end user
customers the ability to block the complebion of informafion service traftk.

Qi&to Format Ch no&g GTE will provide reasonable notiflcatfon to Nextel of changes to local
dialing format, Le.,a7 to lb digit, by end oftfce.
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m-ice w
COUOCATtON

1, P h y s i c a l  Cello shall provide to Nextel physkal  wllocatbn of equipment pursuant to
?rj f:: into:connacUon, pi&I& Cat GTE may provtde virtual wliocatbn

in place of physical wllocation, or in some cases deny a partfcuiar wllocatlon request enUrely, I
GTE demonstrates that physical collocation, or parhape even virtual witoatbn, b not pm&al
because of technical reasons or space limitatfons, as provided in Section 251(c)(6)  of the Ad.
GTE till work with Nextel to install collocation arrangementa  withIn 120 calendar days absent
extenuating circumstances. GTE will provide such wliocaUon  for purposes of interconnection
pursuant to the terms and conditions in the applicable federal and state EIS tariffs.
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IN WITNESS WHEREOF, each Party has executed this Agreement to be effectke as of the date first
above witten.

GTE NORTH INCORPO
GTE SOtJTb! :NCOVO

NEXTrL WEST CORP.

Name Connie Nicholas

sistaat Vice President

NE?TEUL.G.B VI-2
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APPENDIX A
SERVICE MATRIX

Date m

Service Location
@lenMiRed by tandem sewing

area) (iienlifiad ~CUI code)
Semlcaa

(iienMied by )

HEXlEUlOIB

.
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APPENDtX B
SERVlCE ATTACHMENTS

Sewke Attachment IO:

SER’ilCE ATTACHMENT
ACCESS TANDEM INTERCONNECTtON

Location: city8 state (CLU code)

Legal Entities:

Effective Date: (Enter Effective Date)

Section 1 -1nterconnoction  FacilBiaa

1.1 The Interconnection faciMss  for thii Access Tandem Interconnection are
(Enter appropriate facility type DSl or DS3)

1 .I .l Charges for the interconnection fadlitles are based on the (GTE Tariff or
ICE) and are subject to change during the term of thb Agreement.

1.1.1.1 If ICB, the following rate elemenk and charges apply:

1.1 .I .l .I Non-recurrtng charges:

(lkt applicable NRC rate elements and rates)

1.1.1.1.2 Monthly Recurdng chargea:

(lkt applicable MRC rate elements and rates)

Section 2 - CC57 Access Service Connection (To be completed lthii k an SS7 interconnection.)

2.1 The CCS7 Access Se&a Connection (Type S) required for thk aeritce k provided by
. (Enter appropriate provider. GTE or Other.)

2.1 .I If the CCS7 Access Salvice Connection (Type S) k provided by GTE. the facilfty  charges are
bssedonthe _ (Enter appropriate, GTOC or GSTC) FCC NO. 1 Tariff and are subject to
change during the term of this Agreement.
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Service Attachment IO:

SERVfCE  ATTACHMENT
END OFFICE INTERCONNECTtON

)r,

Location: city, state (CLU code)

Legal Entities:

Effective Date: (Enter Effective Date)

Section 1 -Interconnection Facilities

1.1 The interconnectton facilities for this End OMce Interconnection ars ( E n t e r
approprfate  fadky type OS1 or OS3)

1 .I .l Charges for the interconnection facilities are based on the (GTE Tariff or
ICE) and are subject to change during the term of thb Agreement.

,b’ 1.1.1.1 If ICB. the following rate elements and charges apply:

1.1.1.1.1 Non-recur&g charges:

(lkt applicable NRC rate elements and rates)

1.1.1.1.2 Monthly Recurring charges:

(tkt applicable MRC rate elements and rates)

Section 2 - CCS7 Access Service Connection (To be completed if this k an SS7 Interconnection.)

2.1 The CCS7 Access Service Connection (Type S) required for this service k provided by
. (Enter appropriate provider, GTE or Other.)

2.1 .l If the CCS7 Access Service Connection (Type S) k provided by GTE. the facflii charges are
baaadonthe_ (Enter appropriate. GTOC or GSTC) FCC NO. 1 Tartff  and are subject to
change during the term of thii Agreement.
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APPENDtX C
RATES AND CHARGES FOR

TRANSPORT AND TERMINATION OF TRAFFIC

w. The rateecon(llRlin th!! A~cnend’x  C err the r&c 33 deftned in Artkfe N and are subject to
change resulting from future Commission or other proceedings, including but not limited to any generic
proceeding to determine GTE’s unrecovered costs (e.g., hiiocic cysts. contdbukn.  undepraciatad reserve
derk&ncy, or ?jmitar unrecovered GTE costs (including GTE’s interim UnfVeraai Se&a Support Surcharge)),
the estabkhment  of a competitively neutral universal servtce system, or any appeal or other Rigatton.

Rates and billing factors In this @end& C become effective upon compliance with all terms and condiins
of thii Agreement, spedflcally  including Article N, Sectton 10, Transibon and Implemenbtton.

LOCAL TRANSPORT AND TERMINATION RATES

A.

Access Tandem Rate per MOU: $0.0070

This rata is reciprocal and symmetrical for Local Traffic exchanged betwean GTE and Nextel
and applies for all Local Traffic MDUs exchanged at an Ip assoctated  with a GTE access
tandem. Rate based on most current GTE cost studies.

End OftIce Rate MOU: 50.0050

This rata is ra&rocal and symmetrical for Local Trafttc exchanged between GTE and Nextel
and apptii for all Local Traffic MOUs exchanged at an IP associated with a GTE end oftice.
Rate based on most current GTE cost studies.

Tandem Swttchina Rate ffransitina)

Rate applied per MOU: $0.0021

This rate applies to all local MOUs exchanged between Nextel and another Local Provider
through facilities of GTE. Rate based on most current GTE cost shrdias.

BILLING  FACTORS

A. Terminaflrlp Traflic Factors: 30% GTE to Nextel
70% Nextel to GTE
100% Total 2-way  Usage

The Terminattng Trafric Factors describe the level of local usage originating from one Party
and terminating to tha other Party as a percentage of total 2.way local Waftlc exchanged
between the Parties. For example, a factor of 90% for GTE would mean that, of total 2-way
local MOUs exchanged batwean GTE and Nextel. 90% originated from 8 Nextel wireless end
usar customer and terminated to a GTE end user customer. These factors e!re used to
apportion flat rated transport facilities between the Parttee and may be used where needed
as a bilttng surrogate. These factors are subject to change based upon mutually acceptable
trafiic data on no less than a quarterly basis. If factors are not updated quarterly, the Palties
shall use the last previously established factors.
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0. TransBno  Factor: 2% GTE Transited

The Transiting Factor b used to determine the amount of traftic to or from Nextel that transits
the GTE network. The Transiting Factor is used when needed to quantify transiting traffic for

es i e , when recorded billing data is not sufficiently available. When appliedb$rl~irl, I .
nglnated traffic, the Transking  Factor tieir;r~~~;~~as  ha transiting tramc that was

generated by Nextel. When applied to Nextel terminated traffic, the Transiting Factor
determines the portion of traffic terminating to Nertel that was not originated by GTE. This
factor is subject to change based upon mutually acceptable traffic data no more frequently
than every three months. If the factor is not updated quarterly, the Parries shall use the last
previously established factor.

c. m: 95%

The Percent Local Usage (PLU) Factor describes the potion of Local Traffic exchanged
between the Parties that both originated and terminated within the same local calling area
(MTA) and within the same LATA. This Local TrahIc  Factor applies to both originating and
terminating MOUs.

D. Exemot  Traffic Facta: 0%

The Exempt Traffic Factor describes the portion of traffic exchanged between the Parties
over local interconnection facilities that is exempt from local compensation. This factor will
be used for billing between the Parties until actual exempt usage can be measured. This
factor is subject to change based upon mutually acceptable trafftc data no more frequently
than every three months. If the factor is not updated quarterly, the Parties shall use the last
previously established factor.

BLOCKS OF 100 NUMBERS

Installation Charge per 1.00 Numbers $71 so
Usage Compensation to Nextel. per Month, per Trunk $ 5.00

Blocks of 100 numbers are made available only to CMRS providers under the terms and
condiions of this Agreement. The Installation Charge applies to new blocks of numbers
provided pursuant to this Agreement. Only full blocks of 100 numbers will be provided
Number blocks are usad in association with end office interconnection faciiiias obtained by
Nextel. Nextel is solely responsible for the costs of interconnection facilities used In
conjunction with blocks of 100 numbers. The Usage Compensation rate is the, sole
compensation to Nextel for local traffic  terminating to Nextel over this interconnection
arrangement. It applies per month, per DSO trunk or equivalent.
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